
DETAILED SPECIFICATIONS & TECHNICAL DATA

SPECIFICATIONS

UTP Cat5e lan cable   CCA

Certificate      ROHS/CE/ISO 

Conductors      24AWG

Insulation     Polythene(PE)

Color Code     Pair1:Blue, White/Blue
    Pair2:Orange, White/Orange
    Pair3:Green, White/Green
    Pair4:Brown, White/Brown

Ripcord       Under Jacket

Jacket      PVC

Standards Type    CMR EIA/TIA-568B

Computer Network Cabling Project

Broadband Network Communication

Digital ISDN Network and ATM 155Mbps Network

Ethernet Network

Audio and Data Transmission

24AWG solid CCA
0.57 mm (0.022 in.)

Nominal O.D. = 6.1mm (0.24 in).

0.99mm - (0.039 in.) nom.

Outer Jacket

Conductor

Conductor Insulation

STRUCTURED CABLE UTP CAT5E CCA 24AWG

APPLICATIONS 

10 BASE T (IEEE802.3) 

TOKEN RING (IEEE802.5) 

FAST ETHERNET (IEEE802.3U)

TP-PMD(ANSI X3T9.5) 100MBPS CDDI ATM 155

 100VG-ANY LAN (IEEE802.12) 

DAILY USE


