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Description
The QAZT-5348DS Addressable Telephone and Paging 
Selector Panel mounts into various enclosures, refer to 
the associated fire alarm panel manual for detailed 
instruction. Compatible with FleX-NetTM (FX-2000N), 
FX-2000, QX-5000, MMXTM, and QX-MINI  
(QAZT-5302DS).

Individual telephone or paging zone selection 
is achieved from these panels (QAZT-5302DS/ 
QAZT-5348DS). There is no wiring required from 
these panels. The QAZT-5302DS panel annunciates 
and controls up to 24 telephones or paging, and the  
QAZT-5348DS annunciates and controls up to 48 
telephone or paging zones. There are one button 
and two LEDs per zone. Press the button to turn the 
selection for telephone and paging communication ON 
and OFF.  

Features

• Compatible with FleX-NetTM (FX-2000N),  
FX-2000, QX-5000, MMXTM, and QX-MINI  
(QAZT-5302DS).

• The QAZT-5302DS panel annunciates and controls 
up to 24 telephones or paging. 

• The QAZT-5348DS annunciates and controls up to 
48 telephone or paging zones.

• One button and two LEDs per zone.

Model Description
QAZT-5302DS Addressable Telephone And Paging Selector Panel
QAZT-5348DS Addressable Telephone And Paging Selector Panel

Ordering Information

Electrical Ratings
Voltage: 24VDC
Current Consumption
Standby: 10mA

Alarm: 22mA
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